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*Patent-pending
†Super Glue ® is a registered trademark of Super Glue 
Corporation, Rancho Cucamonga, California 

contain the fumes as they react with the latent prints; an exhaust            
blower; and particulate/carbon exhaust fi lter. No ducting is required. 
Since prints may be easily developed at the scene, irrelevant evidence        
may be ruled out thus saving valuable laboratory processing time and 
storage space.

The CApture Portable Fuming System quickly fi xes latent fi ngerprints       
at the crime scene using microburst or traditional CA fuming methods, 
while protecting the user from hazardous fumes. Its patented* design 
combines all the components needed in one compact system: a heater to 
heat the Super Glue†; a shatter-resistant, clear protective chamber to 

Inverter ready. Low energy usage 
of 75 watts allows the CApture to 
run on car battery when connected 
to a user-supplied inverter.

Leveling foot with locking pin 
stabilizes the developer in an 
upright position. For transport,   
the foot is retractable to its            
full “Up” position.

Th ree-way heater/off /vent switch 
activates the heater during print 
development and activates the 
vent after prints have been fi xed.

Particulate/activated carbon        
fi lter cartridge traps smoke          
and CA fumes exhausted from       
the chamber. The long-lasting 
cartridge has capacity for 100 
development cycles.

Microprocessor-controlled heater 
allows the user to set the tem-
perature in one degree increments 
between 120° to 350° F (50° to 
177° C). Once set, the tempera-
ture of the heater stabilizes at the 
set point (±15° F) within 3 to 5 
minutes.

Built-in blower pulls air from 
the chamber, through the fi lter 
and exhausts it from the system 
back into the room. An accessory 
Exhaust Connection Kit allows the 
developer to be exhausted out a 
window or into a fume hood.

Exclusive feature

Two heater receptacles hold heater 
pans, one with a small amount of 
Super Glue† or equivalent CA   
adhesive, and one with a small 
amount of water if needed. A door 
keeps heat contained. A pair of 
needle-nose pliers is included for 
safe handling near hot surfaces.               
Ten heater pans are included.

LCD displays the current heater 
temperature setting while in 
programming mode and actual 
heater temperature while in           
operating mode.

Stainless steel support manifold  
provides attachment for an        
evidence shelf and hook mounted 
at several heights. Three slots are 
provided to hold control slides for 
monitoring the print development.

Clear, shatter-resistant chamber, 
interior dimensions 8" w x 8" d x 
16" high, provides visibility to the 
evidence during the fuming pro-
cess. Constructed of polycarbonate, 
the durable chamber serves as the 
carrying case during transport.

Durable epoxy-coated steel      
housing.

Easy to use. A video, available          
online, provides clear instruction 
on proper set up and use of            
the CApture. 

Patented* collapsible design.          
All components nest together into 
a compact package with handle for 
easy transport.
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Specifications

 Patented* collapsible design

 Clear, polycarbonate chamber, interior dimensions:                             
 8.0" (20 cm) w x 8.0" (20 cm) d x 16.0" (41 cm) high

 Heater with microprocessor-control in one degree increments   
 between 120° to 350° F (50 to 177° C). Temperature of the heater   
 stabilizes at the set point (±15 F) within 3 to 5 minutes

 Two heater receptacles with heater door to accommodate   
 heater pans. Ten aluminum heater pans are included 

 Stainless steel support manifold with three control slide slots   
 and perforations for attaching a shelf and hook

 Stainless steel hook, shelf and perforated tray  

 Control panel with LCD for displaying set point or actual   
 heater temperature in °F and “Up,” “Down,” and “Set” buttons   
 for programming set point temperature

■ Three-way heater/off/vent switch

■ Rear-mounted main power switch/circuit breaker

■ Leveling foot with locking pin

■ Epoxy-coated steel housing

 Built-in exhaust blower

 Particulate/activated carbon fi lter cartridge with MERV 11 rating   
 and capacity for 100 development cycles

■ ETL listed (Model 3420000)

■ CE conformity marking (Models 3420020, 3420022 and 3420024) 

■ 6' (1.8 meters) power cord with plug

■ Actual weight 24 lbs. (10.9 kg) 

■ Shipping weight 30 lbs. (13.6 kg)

CApture Portable Fuming System 3420000

Ordering Information

 Catalog # Electrical Requirements Plug Type

3420000  115 volts, 60 Hz, 1 amp 115 volts, 13 amps

3420020** 230 volts, 50/60 Hz, 0.5 amp  (UK)

3420022** 230 volts, 50/60 Hz, 0.5 amp Schuko

3420024 ** 230 volts, 50/60 Hz, 0.5 amp China/Australia

* *International electrical confi guration

North America, 115 Volts
100-115 volts, 

50/60 Hz, 1 amp

British (UK)
208-230 volts, 50/60 Hz, 

0.5 amp

Schuko
208-230 volts, 50/60 Hz, 

0.5 amp

China/Australia
208-230 volts, 50/60 Hz, 

0.5 amp

Plug Configurations & 
Electrical Requirements

Exclusive feature *Patent-pending



3426101 Stainless 
Steel Perforated 
Tray. May be 
placed on the Stain-
less Steel Shelf to 
support small items 
of evidence, such as 
bullet casings. 
Perforations allow 

for airfl ow. 7.25" w x 5.25" d (18 x 13 cm). Type 304 stainless steel. 
One Tray is included with each CApture Portable Fuming System.
Shipping weight 1 lb. (0.5 kg)

3422203 Stainless 
Steel Shelf. Allows 
evidence to be 
supported in the 
clear chamber 
during development. 
7" w x 5" d (18 x        
13 cm). Type 304 
stainless steel. One 
Shelf is included 
with each CApture 
Portable Fuming 
System. Shipping 
weight 1 lb. (0.5 kg)
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3421901 Replacement Clear Chamber. With latches. 
Polycarbonate. Shipping weight 12.5 lbs. (4.7 kg)

3425202 
Replacement 
Aluminum Heater 
Pans. Disposable 
aluminum pans       
for holding Super 
Glue® or water. Ten 
pans are included 
with each CApture 
Portable Fuming 
System. Package       
of 250. Shipping 
weight 1.0 lb. (0.5 kg)

3422202 Stainless 
Steel Hook.    
Allows evidence       
to hang inside the 
clear chamber 
during develop-
ment. Type 304 
stainless steel.  
One Hook is 
included with each 
CApture Portable 
Fuming System. 
Shipping weight        
1 lb. (0.5 kg) 

10.75"
(27.3 cm)

19.0"
(48.3 cm)

10.75"
(27.3 cm)

19.25"
(48.9 cm)

15.5"
(39.4 cm)

11.6"
(29.5 cm)

BACK SIDE

TOP SIDE

3421801 
Replacement 
Particulate/
Activated Carbon 
Filter Cartridge. 
Capacity for 100 
development cycles. 
Shipping weight      
5 lbs. (2.3 kg)

Dimensional Data

Accessories

3425400 Exhaust Connection Kit. Allows the Fuming System to 
exhaust to a remote location, such as out a window or into a nearby 
fume hood. Includes 10' long, 4" diameter collapsible duct. Shipping 
weight 1 lb. (0.5 kg)
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The durable, stainless steel-lined Protector Evidence Drying Cabinet 
provides a secure ventilated area to dry evidence such as clothing and 
bedding. The cabinet’s HEPA and carbon fi ltered exhaust protects 
personnel from exposure to biohazards while eliminating nuisance odors. 

The key-activated ultraviolet light provides secondary disinfection of the 
interior between cases to prevent cross contamination, ensuring integrity  
of samples for DNA testing. The lockable cabinet maintains the chain          
of custody.

Ultraviolet light provides second-
ary decontamination of the cabinet 
interior. After evidence is removed 
and following disinfection, the 
UV light may be activated to help 
prevent DNA cross contamination 
from case to case.

HEPA fi lter, 99.99% effi cient on 
particles 0.3 micron, traps airborne 
particulates including biohazardous 
aerosols, as air is exhausted from 
the cabinet interior to the room.

Activated organic vapor carbon 
fi lter removes nuisance odors 
from the air as it is exhausted from 
the cabinet to the room.

UV security lock limits access to 
the ultraviolet light switch. A key 
activates the switch and may be 
stored in a remote location, acces-
sible only by authorized personnel. 
See photo on next page.

Leak-tight brushed stainless steel 
interior cleans easily. The stain-
less steel withstands degradation 
by surface disinfectants and expo-
sure to ultraviolet radiation during 
secondary decontamination. The 
interior fl oor is sloped to a drain to 
aid clean up.

Spacious interior, 32.25" wide x 
26.5" deep x 56.0" high, holds items 
large and small. A stainless steel 
hanging rod accommodates 
clothing, bedding and other tall       
or bulky items. Three stainless steel 
wire mesh shelves, support smaller 
items such as wallets, shoes and 
gloves. The shelves may be col- 
lapsed or removed when not in use.

Safety glass door maximizes 
visibility into the cabinet while 
withstanding exposure to 
ultraviolet light. The scratch-           
resistant door has a magnetic       
seal and may be secured with 
a user- supplied padlock or 
tamper-evident tags.

Portable for easy installation. 
Cabinet dimensions accommodate 
passage through a standard door. 
Locking casters, 2" inch diameter, 
simplify installation and allow the 
cabinet to be moved to storage or 
other location as needs change. A 
rear strap and bracket to secure the 
cabinet to the wall are provided.

Inlet roughing prefi lter traps dust 
and other large particles in the air 
entering the cabinet.

Built-in blower provides airfl ow 
through the cabinet interior to 
speed drying. Air passes through 
the door inlet prefi lter, circulates 
up through the interior, passes 
through the exhaust prefi lter, HEPA 
and carbon fi lters and is exhausted 
back to the room through the top of 
the cabinet. 

Red, fi lter system alarm light illu-
minates to alert the operator to low 
airfl ow conditions that may indicate 
a loaded prefi lter or HEPA fi lter.

Storage area below the cabinet 
houses the drain bucket and holds 
miscellaneous cleaning supplies.

Th ree-position switch activates 
the fan or the ultraviolet light (only 
when the UV security lock key is in 
the “ON” position). See photo on 
next page.

Exclusive feature

Large 14-quart plastic bucket, 
located in the storage area below 
the cabinet, collects liquids from 
the drain in the cabinet’s fl oor to 
aid clean up. Alternatively, the       
optional Drain Kit 3928200 pro-
vides a means for the fl oor drain  
to be directed to plumbing.

Exhaust roughing prefi lter traps 
particulates in the exhaust air to 
prolong the life of the HEPA fi lter.
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Close up of the control panel shows 
the fi lter system light, three-position 
switch and UV security lock.

Exclusive feature

Specifications

 254 nm UV lamp
 Key-activated UV light switch
 Type 304 brushed stainless steel interior with 2" OD fl oor   

 drain with strainer, stainless steel hanging rod, and three stainless  
 steel collapsible/removable wire mesh shelves, 8.0" w x 19.0" d   
 (20.3 x 48.3 cm)
■ Epoxy-coated steel exterior
 Storage area, 36.0" w x 26.5" d x 12.0" high (91.4 x 67.3 x    

 30.5 cm), with door and 14-quart (13.25 liter) plastic bucket
■ Safety glass door with magnetic seal that accommodates a   
 user-supplied padlock or tamper-evident tag
■ 2" diameter locking casters
■ Inlet and exhaust roughing prefi lters with MERV 11 rating
■ Exhaust HEPA fi lter, 99.99% effi cient on particles 0.3 micron
■ Activated organic vapor carbon fi lter, 7.5 lbs. (3.4 kg) porous   
 coconut shell media 
■ Built-in blower with solid state speed control
■ Red, fi lter system alarm light to alert operator to low airfl ow   
 conditions
■ Three-position switch: fan ON, OFF, ultraviolet light ON
■ ETL listed (Models 3400000 and 3400001)
■ CE conformity marking (Models 3400002, 3400003 and 3400004)
■ 8' (2.4 meter) power cord with plug
■ Shipping weight 450 lbs. (204 kg)

Protector Evidence Drying Cabinet 3400000 is shown with ultraviolet light on.

Ordering Information 

 Catalog # Electrical Requirements Plug Type

3400000  115 volts, 60 Hz, 3 amps 115 volts, 13 amps

3400001  230 volts, 50/60 Hz, 2 amps North America, 230 volts

3400002* 230 volts, 50/60 Hz, 2 amps British (UK)

3400003* 230 volts, 50/60 Hz, 2 amps Schuko

3400004* 230 volts, 50/60 Hz, 2 amps China/Australia

*International electrical confi guration

115 volts, 13 amps North America, 230 volts British (UK) Schuko China/Australia

Plug Configurations & Electrical Requirements
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Accessories

6938100 Replacement HEPA Exhaust Filter. 99.99% effi cient          
on particulates 0.3 micron. One HEPA Exhaust Filter is included 
with each Protector Evidence Drying Cabinet. Shipping weight           
9.0 lbs. (4.0 kg)

6938200 Replacement Activated Carbon Filter. Contains 7.5 lbs. 
(3.4 kg) of porous, coconut shell carbon. One Activated Carbon 
Filter is included with each Protector Evidence Drying Cabinet. 
Shipping weight 12.5 lbs. (4.7 kg)

3872600 Replacement Prefi lters, Inlet. Polyester prefi lters trap 
larger particulates in air entering the cabinet. MERV 11 rating. Precut 
to fi t the door of the cabinet. Package of 6. Shipping weight 1 lb. (0.5 kg)

3872700 Replacement Prefi lters, Exhaust. Polyester prefi lters       
trap larger particulates in air exhausted from the cabinet to extend 
the life of the exhaust HEPA fi lter. MERV 11 rating. Precut to fi t the 
inside top of the cabinet liner. Package of 6. Shipping weight 1 lb. (0.5 kg)

3869900 Starter Kit. Includes six Inlet Prefi lters, six Exhaust 
Prefi lters, 10 Hanging Clips, 10 Security Tags, 10 Paper Liners, one 
32 ounce (946 ml) bottle of Germicidal Cleaner. Shipping weight    
15 lbs. (6.8 kg)

3928200 Drain Kit. Includes 10' (305 cm) of drain hose and fi tting 
to connect to fl oor drain. Shipping weight 10 lbs. (5 kg)

Paper Liners. White paper is precut to fi t the fl oor of the cabinet to 
collect material that may fall from evidence. Paper is polyethylene 
coated on one side. 

DIMENSIONAL DATA

Germicidal Cleaners. Clean, disinfect and deodorize. May be used  
on hard, non-porous surfaces including stainless steel.

 Catalog Description Towel Shipping  
 Number  Size Weight

3872400 100 individually packaged single use wipes 6.00" x 8.00" 2 lbs. (1 kg)

3872500 90 wipe dispensing tub 6.00" x 10.50" 2 lbs. (1 kg)

3901800 Bottle, 32 ounces. Includes screw-on spray head dispenser. 2 lbs. (1 kg)

3901700 Container, 1 gallon. For refi lling spray bottle. 10 lbs. (5 kg)

3869600 Exhaust Connection Kit. Allows   
the cabinet to be connected to house exhaust or 
other exhaust system. Includes dry powder epoxy-
coated steel connector with 5.00" (127 mm) 
diameter collar, 14" (36 cm) of 5.00" 
diameter (127 mm) fl exible duct, and 
two clamps. The user-supplied exhaust  
system must be capable of exhausting 150 CFM 
(4.2 m3/min) at a vacuum of 0.5" of water (125 Pa). 
Shipping weight 10 lbs. (5 kg)

3869500 Hanging Clips. Plastic clips allow 
small articles to be hung from the cabinet’s 
hanger rod or shelf. Package of 10. Shipping 
weight 1 lb. (0.5 kg)

3902400 Security Tags. Tamper-evident, label 
tags irreversibly indicate if the cabinet door 
has been opened during the drying cycle. 
Package of 100. Shipping weight 1 lb. (0.5 kg) 

 Catalog Description Shipping  
 Number  Weight

3869800 Package of 25 3 lbs. (1 kg)

3894200 Package of 100 10 lbs. (5 kg)

36.0"
(91.4 cm)

OVERALL WIDTH

32.25"
(81.9 cm)

INSIDE

12.0"
(30.5 cm)

STORAGE 
INTERIOR

28.0"
(71.1 cm)
OVERALL

DEPTH

79.0"
(200.7 cm)
OVERALL
HEIGHT

56.0"
(142.2 cm)

26.5"
(67.3 cm)

26.5"
(67.3 cm)

CABINET 
INTERIOR

TOP

FRONT SIDE
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may be placed side-by-side to achieve an unlimited number of width 
combinations. An optional Transition Connector mounts between two 
Stations for a secure fi t and continuous work surface.

The Protector Downdraft Powder Station keeps users safe by containing 
powders during fi ngerprint processing. The open-sided, open-top work 
station provides unrestricted operator movement and accommodates 
oversized evidence. Available in 2' and 3' widths, two or more Stations 

HEPA fi lter, 99.99% effi cient on 
particles 0.3 micron, traps airborne 
particulates and powders as air is 
exhausted from the Station interior 
to the room. A prefi lter protects the 
HEPA fi lter. 

Durable epoxy-coated 
steel housing.

Fan switch activates the blower.

Red, fi lter system alarm light 
illuminates to alert the operator       
to low airfl ow conditions that    
may indicate a loaded prefi lter        
or HEPA fi lter.

Available in 2' and 3' widths; 
unlimited widths possible. With 
one or more optional Transition 
Connectors, multiple Stations 
may be linked together to increase 
the overall working width.

Quiet built-in blower pulls room 
air down through the work surface 
and horizontally through the back 
wall before discharging fi ltered air 
out the top rear of the enclosure. 
This dual zone approach optimizes 
containment. The motorized, 
backward curved fan is quiet and 
energy effi cient.

Open sides and top design allows 
processing of oversized evidence 
and permits Stations to mount 
side-by-side.

Flow-Zone™ perforations in            
the work surface are designed to 
maximize containment of airborne 
fi ne powder. Airfl ow is directed 
downward through the hole           
pattern in the work surface.

Portable. The work surface and 
pan may be easily detached with-
out tools to allow the Station to  
be transported to remote locations 
such as crime scenes.

Low-profi le design fi ts under  
existing cabinetry.

Exclusive feature

Shelf holds fi ngerprint powder, 
brushes and other small utensils 
and supplies.

Energy savings. Since air is 
recirculated, expensive heated                 
or cooled air is not exhausted       
from the building.

Room Air Contaminated Air HEPA-fi ltered Air

Type 304 stainless steel work surface may be lifted up to access the pan 
beneath it. The pan catches powder and is removable for cleaning.

CAUTION: the Protector Downdraft Station does not provide protection from biohaz-
ardous aerosols or gaseous contaminants. Contact Labconco for information on biosafety 
cabinets and fume hoods if your application involves these contaminants.
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Specifications

 Open-sided, open-top design
■ Epoxy-coated steel housing and shelf

 Type 304 stainless steel work surface with Flow-Zone perforations
■ Removable powder catch pan
■ Built-in blower with motorized, backward curved fan
■ Fan switch
■ Red, fi lter system alarm light to alert operator to low                    
 airfl ow conditions
■ Exhaust prefi lter of pleated paper with MERV 8 rating
■ Exhaust HEPA fi lter, 99.99% effi cient on particles 0.3 micron
■ ETL listed (Models 3410000 and 3410001)
■ CE conformity marking (Models 3410020, 3410021, 3410022,   
 3410023, 3410024 and 3410025)
■ 6' (15 cm) power cord with plug

Required Accessory
■ Supporting base. See page 11.

Ordering Information

*International electrical confi guration

 Catalog # Width Electrical Requirements Plug Type Shipping Weight

3410000 2' 115 volts, 60 Hz, 1 amp 115 volts, 13 amps 65 lbs. (29 kg)

3410001 3' 115 volts, 60 Hz, 1 amp 115 volts, 13 amps 87 lbs. (39 kg)

3410020* 2' 230 volts, 50/60 Hz, 1 amp British (UK) 87 lbs. (39 kg)

3410021* 3' 230 volts, 50/60 Hz, 1 amp British (UK) 87 lbs. (39 kg)

3410022* 2' 230 volts, 50/60 Hz, 1 amp Schuko 65 lbs. (29 kg)  

3410023* 3' 230 volts, 50/60 Hz, 1 amp Schuko 87 lbs. (39 kg)

 3410024* 2' 230 volts, 50/60 Hz, 1 amp China/Australia 65 lbs. (29 kg)

 3410025* 3' 230 volts, 50/60 Hz, 1 amp China/Australia 87 lbs. (39 kg)

Protector Downdraft Powder Station 3410000 is shown on 
Variable Height Bench 8075000.

Plug Configurations & Electrical Requirements

North America, 115 Volts
115 volts, 60 Hz, 

1 amp

British (UK)
208-230 volts, 50/60 Hz, 

1 amp

Schuko
208-230 volts, 50/60 Hz, 

1 amp

China/Australia
208-230 volts, 50/60 Hz, 

1 amp

Dimensional Data

17.0"
(43.2 cm)

A 16.1"
(40.9 cm) 25.7"

(65.3 cm)

9.6"
(24.4 cm)

FRONT SIDE

 Catalog # Width A 

 3410000 2' 24.0" (61.0 cm)  
3410001 3' 36.0" (91.4 cm)  
3410020 2' 24.0" (61.0 cm)  
3410021 3' 36.0" (91.4 cm)  
3410022 2' 24.0" (61.0 cm)  
3410023 3' 36.0" (91.4 cm)  
3410024 2' 24.0" (61.0 cm)  
3410025 3' 36.0" (91.4 cm) 

Exclusive feature
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Accessories

3768903 Replacement Prefi lter. Pleated paper. MERV 8 rating. 
Shipping weight 1 lb. (0.5 kg).

6938100 Replacement HEPA Filter. 99.99% effi cient on particles 
0.3 micron. Shipping weight 9 lbs. (4.1 kg)

3413300 Transition Connector. Epoxy-coated steel bracket and 
fasteners connect two Stations together, extending the width of  
the work surface area and creating a continuous work surface. 
Shipping weight 15 lbs. (7 kg)

8075000 Variable Height Bench. Epoxy-coated steel auxiliary 
bench has four adjustable heights from 29.6 to 37.4" (75.1 to 94.9 cm) 
using steel pins with nuts inserted into the vertical frame members. 
Work surface is fi ber board with high pressure melamine laminate. 
5" diameter (13 cm), non-marking polyurethane casters with toe 
locks provide mobility. Work surface dimensions are 38.0" x 28.0" x 
1.1" thick (96.5 cm x 71.1 cm x 29 mm). Supports loads up to 540 
pounds (245 kg). Lifetime guarantee. Shipping weight 105 lbs. (48 kg).

Mobile Equipment Tables. Heavy duty table provides auxiliary 
bench space and may be transported from lab to lab. Base is 
constructed of 1.75" tubular steel with epoxy coating. Telescoping 
legs adjust to eight height positions in 1" increments from 28.75"      
to 35.75" (73.0 to 90.8 cm). 5" diameter (13 cm), non-marking 
polyurethane casters with toe locks have bearings for quiet 
operation. Work surface is seamless solid epoxy, 1.25" thick (32 mm) 
x 30.0" deep (76.2 cm). Supports loads up to 800 pounds (363 kg).

8075000 Variable Height Bench

3819100 Mobile Equipment Table

30.0" (76.2 cm)

28.75"
(73.0 cm)

to
35.75"

(90.8 cm)

48.0" (121.9 cm) or
60.0" (152.4 cm) or 72.0" (182.9 cm)

11.1"
(28.2 cm)

28.0" (71.1 cm)

29.6"
(75.1 cm)

to
37.4"

(94.9 cm)

38.0" (96.5 cm)

6.0" (15.2 cm)

 Nominal Catalog Overall Shipping
 Width Number Width x Depth Weight

 4 feet 3819100 48.0 x 30.0 " (121.9 cm x 76.2 cm) 250 lbs. (113 kg)

 5 feet 3819101 60.0 x 30.0 " (152.4 cm x 76.2 cm) 300 lbs. ( 136 kg)

 6 feet 3819102 72.0 x 30.0 " (182.9 cm x 76.2 cm) 350 lbs. (159 kg)



Contact Labconco for more information about
these quality products for your forensic laboratory.

Labconco Corporation

8811 Prospect Avenue  •  Kansas City, Missouri 64132-2696  •  816-333-8811 or 800-821-5525 

www.labconco.com  •  labconco@labconco.com
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